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TECO TESTING 

every step of the way is your guarantee 

of SUPERIOR QUALITY PLYWOOD 


What TECO means to you 

There is more than meets the eye in every 
sheet of plywood you buy or specify. Between 
the two outer plys there is the core material, 
the kind and type of glue, patching, in fact the 
whole operation from log to finished product. 
You cannot watch this manufacturing opera¬ 
tion, but Timber Engineering Company, 
Washington, D. C. can and does. Every sheet 
of plywood that carries the TECO grade stamp 
means that it was produced in a plant where a 
TECO employed plywood technician is on 
duty every day to perform a continuous check¬ 
ing and testing of the plywood that is pro¬ 
duced in that plant. When you buy or specify 
plywood carrying the TECO grade stamp you 
are assured dependability in plywood. 

At right typical pile of core ma¬ 
terial which through modern 
manufacturing skill and TECO 
checking and testing is trans¬ 
formed into top quality plywood. 


WILLAMETTE VALLEY LUMBER COMPANY 
WILLAMETTE NATIONAL LUMBER COMPANY 
WESTERN VENEER & PLYWOOD COMPANY 
SANTIAM LUMBER COMPANY 

























Checking production line samples 


Weighing and drying test panels 


Glue inspection 


Inspecting veneer 



1. MORE RIGID QUALITY CONTROL 

To assure the ultimate in quality control, TECO maintains a resident technologist at each 
mill using the “TECO-Tested” stamps. The technicians are supervised by a qualified TECO 
staff member residing in the area. Daily tests are maintained of raw materials and pro¬ 
duction samples to assure continuous, uniform quality, as specified by “Commercial Stan¬ 
dards”. Standard testing equipment and skilled technical personnel combine to produce 
your best buy in plywood panels. 


There are W 

Grades and Descriptii 


The TECO grade stamp is j 
marked complies with or < 
appear on the panel surface i 
tion by specific manufacture! 
stamp, as shown in certain $ 
Panels available in these t 



Unsanded structifl 
sheathing for walls, 
sub-floors and indus 
purposes. 



Unsanded underlay! I 
for carpets, linoleum, I 
tile. sM 



2. TOUGH GLUE LINE TESTING 

Our TECO-Tested‘ interior grade plywood 
glue line samples are dried at maximum 
temperature (100°F.) specified in “Commer¬ 
cial Standards.” This assures uniformly high 
glue line strength at no extra cost. 

3. TECO-DIRECTED QUALITY CONTROL 

Completed plywood panels whether sanded 
or unsanded are checked and tested by 
TECO-trained personnel for quality specifi¬ 
cations determined by TECO laboratory 
tests complying with U. S. Department of 
Commerce Commercial Standards. Each 
panel is examined before the TECO stamp 
is affixed. 

4. ASSURANCE OF STANDARD QUALITY 

TECO quality control and testing standards 
result in continuous product uniformity for 
all production schedules day after day. You 
get the quality, the requirements you need— 
every time. 


5. DEPENDABILITY 

The TECO stamp is backed by more than a 
quarter century’s experience in applied re¬ 
search, testing and evaluating procedures 
for outstanding manufacturers, users, and 
their suppliers in the wood industry. 

6. AVAILABLE IN ALL STANDARD GRADES 

Grades carrying the TECO-tested mark will 
be equivalent or superior to those certified 
by other plywood testing agencies. They 
will conform to Commercial Standards for 
Douglas fir plywood and Western softwood 
plywood. 

7. MEETS FHA STANDARDS 

TECO is an FHA-accredited independent 
testing agency, and the word “STRUC” in 
the TECO grade stamp identifies plywood 
as FHA structural quality under the new FHA 
Minimum Property Standards. It assures de¬ 
pendable quality for all load bearing ply¬ 
wood applications. 


For consistent quality, routine inspection is not enough. 


Plugged & 
Touch Sanded 

Manufacturers Grade 



lVs" thick, used as a 4 I 
bination subfloor and ) 1 
derlayment. 


Plugged 
Floor Panel 


Manufacturers Grade 




Unsanded structu 
sheathing for wall^jj \ 
and sub-floors. 
weather protection fot f 
months, guaranteed 
manufacturer. 


the TECO stamp met 



































Sawing for checking finished plywood 


TECO Grade Stamp approval 


Certified PLYWOODS to meet a wide range of building uses 


Plywood shear testing 


urance of consistent quality. All plywood so 
~ »mmercial Standards. TECO grade stamps 
;1 edges, depending on the grade. Descrip- 
-ar in a rectangle beneath the TECO tested 

”, 5/16”, Vs”, Vi”, Vs" and 3 /4". 





X-WP12 

Plugged 

Manufacturers Grade 


Unsanded underlayment 
for carpets, linoleum and 
tile. Extra weather protec¬ 
tion for 12 months, guar¬ 
anteed by manufacturer. 



X-WPI2 
Plugged & 
Touch Sanded 

Manufacturers Grade 


Skip sanded for uniform 
thickness, used for under¬ 
layment with extra weath- 
er protection for 12 
months, guaranteed by 
manufacturer. 



Exterior Glue 

Manufacturers Grade 


Unsanded structural 
sheathing, with exterior 
glue for walls, roofs, and 
sub-floors. 



Exterior Glue- 
Plugged 
Manufacturers Grad 


Unsanded structural 
sheathing with solid face 
and exterior glue for 
walls, roofs, and sub¬ 
floors. 



Exterior Glue- 
Plugged & 
Touch Sanded 

Manufacturers Grade 


Skip sanded, solid face 
exterior glue for under¬ 
layment for carpets, lino¬ 
leum, or tile. 


lECOJESTEDQ.C £ x 


Unsanded maximum 
structural sheathing with 
waterproof band for ex¬ 
terior uses. (Edge Brand 
or Back Stamped) 


IlLUSSSPA-AlNT. 


Sanded both sides for in¬ 
terior use of cabinets, 
built-ins, and furniture 
with highest quality sur¬ 
faces both sides for paint¬ 
ing. (Edge Stamped) 


1 !®°JK 5 PA-B Int 


Interchangeable with A-A 
Interior, highest quality 
face side with solid and 
smooth back. 

(Edge Stamped) 



Excellent; highest quality 
face for paneling, cab¬ 
inets, and backing. (Back 
Stamped) 


Competitive; solid, smooth 
(★ ★) for backing and cab- 


ISPJaaB-C Ext. 

^ • inets, also underlayment. 





Oiled & green edge sealed 
... is re-usable for con¬ 
crete forms. 


Concrete Form 

Manufacturers Grade 




IISPJWSN-BInt. 


Recommended for natural 
finish one side and sound 
smooth back for painting. 
Can be used for cabinet 
doors and furniture. 

(Edge Stamped) 


tecojest e pa-a Ex 


Highest quality both sides 
for exterior use, such as 
car-ports, fences, boats, 
and signs. (Edge Brand) 


TE£0 JESTED A-B EXT 


Interchangeable with A-A 
Ext., highest quality face 
with sound smooth back. 
(Edge Brand) 


l!L°JS 2 PA-C Ex 


Excellent quality face, 
used for exterior soffits, 
fencing and siding. (Edge 
Brand or Back Stamped) 


Economy; sound, smooth 
face for exterior walls and 
building details. (Edge 
Brand or Back Stamped) 



Concrete Form 

Manufacturers Grade 


Oiled & red edge sealed 
for maximum re-use as 
concrete form. 

(Back Stamped) 


. TECO employed plywood technician is on duty every day in each plant. 

























































































In the mill inspection of plywood thickness by a TECO-employed 
technician 


The important glue mixing operation is carried on under the super¬ 
vision of a TECO technician. 


TECO-employed technicians are rotated from one mill to another 
every six months 


Loading one of 25 cars of daily plywood production at these TECO 
mills 


Where to buy TECO TESTED plywood 



home, oRfc°° 


The Timber Engineering Company has been serving the nation’s 
forest products and construction industries for more than a 
quarter of a century. But only recently has this well-known, 
technical, research and engineering firm undertaken a quality 
control and testing service to insure a superior quality plywood 
product. For this reason only a few manufacturers have as yet 
qualified for the TECO grade stamp. We are happy to be among 
the first to meet TECO’s rigid requirements. When you buy or 
specify you can depend on a consistent quality of plywood when 
you insist on TECO. 

WILLAMETTE VALLEY LUMBER COMPANY 
WILLAMETTE NATIONAL LUMBER CO. 

Dallas, Oregon, Phone MAyfair 3-2351, TWX 80-U 

WESTERN VENEER & PLYWOOD COMPANY 

Lebanon, Oregon, Phone ALpine 8-3134, TWX 485-U 


I 


SANTIAM LUMBER COMPANY 

Sweet Home, Oregon, Phone EMpire 7-2121, TWX 315-U 
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